
System

Processor quad core ARM Cortex A53 processor; CPU frequency 
1.5GHz,support OpenGL ES3.0,DX 9 2D,3D Rendering

FLASH 8GB eMMC
Memory 2GB DDR3

Audio Decode MPEG-1,MPEG-2,MP3,DRA,Dolby，Dolby++(Dolby authorization 
needed),AAC-LC,HE-AAC,WMA,WMA9 Pro，DTS

Video Decode H.265@4KP60, H.264@1080P60
Max Resolution 3840 x 2160P60
Double Display
Asynchronously No

3D Support OpenGL ES 1.1/2.0/3.0

I/O
USB Port USB2.0 x 2
LAN 100Base-TX Ethernet x 1
Wireless 2.4G+5G WiFi moudule(Optional）
Serial Port UART x 1
LVDS Out LVDS x 1
HDMI In HDMI2.0 x 2
VGA In VGA IN x 1
CVBS Out —
Analog Audio Input —
Analog Audio Output Line Out x 1
SPDIF OUT Optical x 1

Power
Power Supply From power supply board
Full Load <100W
Standby Power 0.5W

Environment
Operating 
Temperature 0°C ~ 40°C

Operating Humidity 20% ~ 85%
Storage Temperature -20℃ ~ 60℃
Storage Humidity 5% ~ 90% relative humidity, non-condensing
Certificate CCC option, CE option, FCC option

Mechanical
Dimension 211.8mm x 173.9mm

Others
OS Android

Specifications

Rear Panel I/O Ports
USB2.0 x 1
100Base-TX Ethernet x 1
COM PORT x 1
HDMI In x 2 
Audio OUT L/R x 1(3.5mm Phone Jack)
SPDIF Out x 1
RS232 port Socket x 1(3.5mm Phone Jack)

Internal I/O Ports
DC Power Jack x 1
LVDS OUT Socket x 1
Keyboard Socket x 1                           
System LED indicator x 3

I/O Ports Configuration

Smart Projector Solution with Mstar MSD6A648 chipset，Android supported 

 ■ Mstar MSD6A648 chipset with quad core ARM Cortex 
A53 processor
 ■ Ultra High Definition (UHD) with 4K x 2KP60 10/12 bit 
native decoding and display
 ■ 3D Graphic GPU:Mali-T820 MP2 support OpenGL ES 
1.1/2.0/3.0,OpenCL 1.0/1.1/1.2 
 ■ Fast Ethernet x 1
 ■ HDMI In x 2
 ■ LVDS Out x 1 
 ■ USB2.0 x 2, Line Out x 1
 ■ VGA IN x 1, SPDIF OUT x 1
 ■ 2.4G+5G WIFI moudule（Optional）

Features
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Block Diagram

Interface Diagram

Ordering Information
Part Number CPU Memory Flash Video Decode Max 

Resolution LAN Wireless COM 
Port HDMI In LVDS Out VGA In USB Power  Temp OS

HT7040 Mstar 
MSD6A648

2GB DDR3 8GB eMMC H.265@4KP60,        
H.264@1080P60 3840 x 2160 FE x 1 Optional UART x 1 HDMI2.0 x 2 LVDS  x 1 VGA x 1 USB2.0 x 2

Fr o m 
p owe r 
sup p l y
b o a r d

0°C ~ 40°C Android

Mstar   
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23.5 x23.5
mm 
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